Maximum Adjustable Stop - S

913341 Locknut
Torque 25-50 N.m.
(18-37 Ib. ft.)
Feedback Spool S/A
Torque Limiter - CT Part Number T/C Ratio*
883306 0.30.4
A262349 O-ing Seck
197588 Back-up ring foat i
A262350 O-ring 883300 0.6-.0.7
e 883400 0.7-0.8
414568 Shim
0 414560 Shim
e / 883362 Spool seat
A396102 O-ring 7 @ 0 02-113363 Retaining ring
m 883371 Blas piston
0 ) 860586 Screw
@ = 474872 Insert
E 883401 Spring
690842 Plug
526683 Plug (thru-drive) A200104 O-fing By oy
T“qu. 97-108 N.m. (M 'b..ﬂ‘).

(71-78 Ib. ft.)

Load Sensing - C/CM/CMV

EE941441 Shaft spacer kit

WValve block (see table) mValve plate (see table)

A154125 O-ring

(2 Req'd) 877421 Rotating group kit

@ °
\ o

474753 Screw @ \ 471512 Pin (2 Req'd)
(4 Req'd) \ 248935 Pin
Torque 64-78 N.m. o M402643 Seat
(47-57 Ib. ft.) ® - Soriiet 9680626 Cylinder block
474748 Screw 2
(2 Req'd) Torque 64-78 \ W584455 Spring 584483 Spring guide
P et 0481 Plug 2 Req') #584454 Spring
* To determine the correct feedback spool orque 12.7-13 N.m. "
S/A, divide the torque limiting pressure (8.9-9.5Ib.ft.) 584483 Spring guide
noted in the model code by the pressure 91365 Retaining ring

limiting control cracking pressure (i.e.
T/C=Ratio). On a dual level pressure
limiting control, use the high level pressure
in this calculation.

© Vickers, Incorporated 1993
All rights reserved

. Vave  Vab
Model designation i % oEi®
74C-LF-10-C* 526655
74C-LM-10-C* ___soazrs 247
“RE-10-C* 627438
740-LF-10-CT 526608
74C-LM-10-CT 860517 ' "
74C-RF-10-CT 526703
74C—RM—10-CT 880518 0200
74C-LSF=10-C 860796  opraer

74C-LSM-10-C 8680797

74C-RSM-10-C 860789 =i Plog
T‘QIC-LFHW-C: 290 Torque 97-108 N.m.
Z4QIC-RF-10-C 526652 513889 (71-78 Ib. ft.)
- A396088 O-Ring
186580 Plug
Shaft Type Key Torque 54-59 N.m.
692567 1 — Sir. keyed 114516 (40-43 Ib. ft.)

864344 18 — Str. keyed thru 864343

513865 2 — Splined

8832290 2 — Splined thru —_—

864343 3 — Splined thru

883082 N — Shortstr. keyed 472287

¥

526651 Yoke S/A
526639 Spacer (2 Req'd)
06584474 Shoe cage

877421 Rotating 9W

0473741 Screw

(4 Req'd)

Torque 13-15 N.m.

(©-11b. ft) “N

A411575 O-Ring

&

470794 Saow—a

Shaft (See table) (3 Req'd)
Torque 7-8 N.m.
(5-6.61b.ft)
0 . \ 526637 Cover
690796 Limiter (2 Req'd) \ B 690816 Bias piston 509332 Shaft seal
0941424 Piston kit (2 Req'd - dual seal)
A200104 O—Ring W 526667 Spring  42a911 Retaining ring
B 6008068 Bias rod (2 Req'd - dual seal)
Torque 75-83 N.m.
(55-80 Ib. ft.)
A200104 O—Ring
B 690805 Control rod
Torque 75-83 N.m.
(55-60 Ib. ft.)
B NOTE
Right hand rotation shown. View is
opposite for left hand rotation. Please refer
NOTE ! to Overhaul Manual M-2210-S.
For safisfaciory service le of thess A Available in single shaft seal kit 02—102261

Equivalent double shaft seal kit 02—-102262 g NOTE

Use shims as required to obtain 0.01-0.10
mm (.0004—.004 in.) axial shaft endplay.

components in industrial applications, use i
full flow filtration to provide fluid which meets ~ ®Available in rotating group kit 877421
ISO cleanliness code 14/12 or cleaner. B Available in bearing kit 877424

Load Sensing & Pressure
Compensator Control C(M)*V

860748 Plug

857688 Load sense spring

857674 Spring guide

A154128 O-Ring

Torque 75-83 N.m. (55-60 Ib. ft.)

A154130 O-Ring 860747 Nut

857674 Spring guide (2 Req'd)

857679 Pin spring stop Torque 14-20 N.m.
_\ (10-14 Ib. ft.)

473765 Screw

181728 Plug Torque 20-82 N.m. (21-24 Ib. ft)———~__ 9 \\

0® ¥ /e
> & Timnw
@ - .
- 0

(4 Req'd) Torque 31-37 N.m. (23-28 Ib. ft.)

= A154131 O-Ring
P © ~—— 860750 Ad]. screw (2 Req'd)
m 857734 Spring guide

(2 Req'd) w @0
T 29-32 N.m.
@124t ft) @o"&’o

A154128 O-Ring 4/

(2 Req'd)
857672 Pressure limiter spool

857681 Control spring
857734 Spring guide

Model designation  Control Kit Pressure range
74C-**-10-CV 02-125161 70-280 Bar
74C—-**-10-CMV__ 02-306056 40-130 Bar
(All parts shown are included in control kit)

Pressure Compensator Control C & CM

857681 Spring (140-280 Bar)

A154131 O-Ring

857675 Sprlng (70-140 Bl.l', 857734 Sori gllld. 860750 M]' screw
857722 Body (2 Req'd) / 860749 Plug
473765 Screw Torque

(4 Req'd) Torque 31-37 N.m. @ 97-106 N.m.
(23-28 Ib. f) g (71-78 Ib. ft.)
857672 Spool 0@ 860747 Nut
A154128 O-Ring ﬁ @ Torque 14-20 N.m,
627301 Plug (10-14 Ib. ft.)
Torque Mr\ \

(21-24 Ib. ft) @Q -

A177969 O-Ring (3 Req'd) = Model designation _ Control Kit Pressure range

74C—-**—10-C 02-125160 70—250 Bar
74C—-**—10-CM 02-125162 40-130 Bar

(All parts shown are included in control kit)

Industrial Control (IC)

473769 Screw (2 Req'd)
Torque 31-37 N.m.
(23-28 Ib. ft.)

A154124 O-Ring (3 Req'd)

627391 Plug (3 Req'd)

113000 Plug
479708 Sorew Torque 5.1-5.9 N.m.
(2 Req'd) Torque 31-37 N.m. (23-28 Ib. ft.) \ (3.7-4.4 Ib. t)
8605766 Orifice plug
407908 fhg ﬁ Torque 1.7-2.3 N.m.
Torque 12.1-12.4 N.m. (12-1.7 b, 1t)
(8.9-9.1 Ib. ft.) i b
A154125 O-Ring A154128 O-Ring
N <) 181728 Plug
® = Torque 29-32 N.m.
bac p (21-24 Ib. )

=

Torque 9.8-10.2 N.m. (7.2-7.5 Ib. ft.)
930816 S
Body (see table) 154128 %o-:in
/— A )
857688 Spring @ .0@ 0 @
857679 Pin spring stop M vl
857674 Spring guide (2 Req'd) . 627391 Plug
A154130 O-Ring \ Torque 29-32 N.m.
5 \ (21-24 Ib. ft.)
860748 Plug :’.1_
Torque 75-83 N.m. (55-60 Ib. ft.) \ @m@ / A177969 O-Ring
=)
860750 Adj. screw ——— 0“"\)‘\ @@ o (=2
@ o= 4216630 O-Ring ———

Control Kit Threads Body

02-151904 inch 883386
860747 Nut 02-151905 metric 860628

Torque 14-20 N.m,
(10-14 Ib. ft)

(All parts shown are included in control kit)



Pressure Compensator (CT, CVT)
201345 Screw** (4 Req'd)

Torque 21-27 N.m.
(1520 Ib. ft.) ﬁ
L2 ]

430444 Cover

248945 Pin
A177969 O-Ring ** BreCe Apind
(4 Req'd) 300594 Poppet/ P
seat
580330 Adj. screw " S
A154126 O-Rings N’ =

= x_ A197605 Back-up ring
A189344 O-Ring

591770 Plugs S - ..-;4-':":‘ o ‘\‘
A395870 O-Ring N :@0 3 I \ o
(2 Req'd) 0™ 1 g &>
Al F0‘7591 Back-up ring |L

(2 Req'd)

418200 Strap—; @ . .
00 e s
e~ \L e S

S (5 Req'e)
sl vl Model SA___ Pug __ Pin
(-:r;‘.:_.a Ib. ft s CT,CVT 589003 430469 248823

190054 Plug
11191 Screw (4 Req'd)
Torque 30-38 N.m.
(22-28 Ib. ft.)
3102086 Adj. screw
423638 Cover S/A
435260 Orifice

248932 Pin

A197568 Back-up ring
A200082 O-Ring
576803 Spring guide
408458 Spring
430461 Spring seat

** Cover, screw and O-Rings are not used

with load sensing S/A.
A Included in Seal Kit 920236

Torque Control/Load Sense S/A (CVT)  sgs476 Ad). plug

v197574 Back-up ring
1539850 O-Ri 1497 Nut
b o Torque 15-20 N.m.
(11-15b. ft.)

107069 Screw (4 Req'd)
Torque 21-27 N.m.
(1520 Ib. ft.)
181728 Plug
Torque 298-32 N.m. @ ® m 00
(21-23 Ib. 1t 0-
V154128 O-Ring - 586184 Spring (AP bar 17-34)
578933 Spool 5861886 Spring (AP bar 10-16)
v154124 O-Ring ————\ 427301 Spring seat
?Zf::f: ‘;‘_go TP ® Ouﬂ-”""y 627587 Load sensing S/A
7-75b.#t) v177969 O-Ring (4 Req'd)
v Included in Seal Kit 920237

Thru-drive

474758 Screw

(4 Req'd)
Model designation  Valve block — Torque 64-78 N.m.
74*~|AF-10-C 864264 47-57 Ib. ft.

& b AN SO ( ) 474756 Screw (2 Req'd, SAE "A" pad)

= A= — Torque 64-78 N.m. (47-57 Ib. ft.)

" — 10— . 473817 Screw (2 Req'd, SAE “B"/“C" pad)
7244'—| AF— 10_ (o] 864241 ‘ Torque 64-78 N.m. (47-57 Ib. ft.)
74*—RAF-10-CT 860521
74*-RAM-10-CT___ 860522

0o Rear
O/o D Pump
[COAdapter
Model_designation __(SAE “B" & *C" pad) 0

74*—-*BF—10-C 526670
74*-*BM-10-C 876393

74C-*CF-10-C 692034
74C-*CM-10-C 876391

031 Suffix A cover 939790

O Available in adapter pad kit

876390 SAE B (inch)

876304 SAE B (metric)

876389 SAE C (inch) p-Available in single shaft seal kit 02102261
876392 SAE C (mefric) Equivalent double shaft seal kit 02—102262

526682 Coupling (SAE "A7)
526694 Coupling (SAE "B")
526696 Coupling (SAE “C")
576601 O—ring (SAE "A” pad)
» (1401525 O—Ring (SAE “B" adapter)
[1353264 O—Ring (SAE “C" adapter)

Model Codes

Industrial pumps

PVH 74 QI * - % (4 * _ # % _ 10 - C(M)

TE Dohe oo
Mobile pumps

PVH 74 C-* (¥ *_% * _ 10 - C

TLITE I T InE

FEE,

|I| Plston pump, varlable
displacement

E] Maximum geometric displacement
74 = 73.7 cm3r (4.5in3r)

E] Mounting flange, prime mover end

C = SAE "C" 4-bolt type
(SAE J744-127-4)
M = ISO 3019/2-125B4HW
(Option for PVH57 and
PVH74 only)

Shaft rotation, viewed at
prime mover end

R = Right hand, clockwise
(Standard on QI models)

L = Left hand, counterclockwise
(Optional on QI models)

[5] Configuration
Blank = Non-thru-drive (single pump)

A = Thru-drive pump with SAE
A" 2-bolt rear flange mounting
(SAE J744-82-2)

B = Thru- drive pump with SAE “B"

2- and 4-bolt rear flange
) mountingst (SAE J744-101-2/4)
C = Thru-drive pump with SAE “C*
2- and 4-bolt rear flange
mountingst (SAE J744-127-2/4)
S = Adjustable maximum volume
stop (non-thru-drive and
non-torque-control pumps only)

1 Built from pump with SAE “A” rear
pad to which suitable flange adapter is
bolted. For best availability and flexibility,
order PVH SAE A" thru-drive pump and
SAE “B” or “C" adapter kit separately.

12/63 = HH

Main ports

F = SAE 4-bolt flange pads
(standard )

M =SAE 4-bolt pads with metric
mounting bolt threads (PVH57 &
PVH74 only)

Shaft-end type,
at prime mover end

N = ISO 3014/2- Short straight
E32N keyed

1= SAE'C" Straight
(J744-32-1) keyed

2= SAE*C"f Splined 14 tooth
(J744-32-4) 12/24D.P.

3= SAE*CC’ Splined 17 tooth
(J744-38-4) 12/24D.P.

13=SAE"C Straight
(J744-38-1) keyed

[E] Shaft seal, prime mover end

S = Single, one-way (standard)

D = Double, two-way (optional)
Recommended on second pump
of tandem assembly
(PVH**/ PVH™) and on "wet
mount® applications.

Pump design number

10 (Subject to change. Installation
dimensions unaltered for design
numbers 10 to 19 inclusive. )

Pressure compensator
adjustment range

C = 70-250 bar (1015-3625 psi)
(standard)

CM = 40-130 bar ((580-1885 psi)
(optional QI version)

IC = Industrial control, 20 bar
(290 psi) differential pressure
setting

[11] Pressure compensator factory
setting In tens of bar
25 =Normal factory setting of 250
bar for *C" models.
7 =Normal factory setting of 70
bar for “CM" models.

@ Additional control functions

Blank = No additional controls

\'} = Load sensing, 20 bar (290 psi)
differential pressure setting

T Torque limiter

vT Load sensing and torque limiter

E Torque limiter factory setting

** = Customer desired torque limiter
setting specified in ten bar
(145 psi) increments, e.g.:
8 = B0 bar (1160 psi);
18 = 180 bar (2610 psi).
The torque setting range is from
30-80% of the specified
compensator setting.

Control design number

31= C,CM, or C*V controls.
13 = C*T controls

14 = C*™WT controls

31 = |C control

E Speclal features suffix

027= Composite 2-bolt/4-bolt mounting
conforming to SAE “C"

031= Thru-drive SAE “A" pad cover

041= No case-to-inlet relief (for use with
supercharged circuits, 50 psi max.)

057= Shaft-up operation (vertical mount)

T Torque restrictions apply to #2 shaft in
PVH74 thru-drive pumps. Please contact
a Vickers representative for review of
your application.

Printed in U.S.A.

Service Data

PVH74 Variable Displacement
Piston Pump

Vickers, Incorporated

A TRINOVA Company
5445 Corporate Drive

P.O. Box 302

Troy, Michigan 48007-0302
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